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Válvula monotubo para radiador de 
calefacción.
Conexión Radiador de 1/2” (Rosca 24 x 19).
Presión máxima de 10 bar.
Temperatura máxima de servicio: 95°C
Distancia entre ejes  
35mm / sonda: 100 mm.
Adaptadas para cobre, multicapa,  
PEX y PP.

Válvula monotubo termostatizable para 
radiador de calefacción.
Conexión Radiador de 1/2” (Rosca 24 x 19).
Presión máxima de 10 bar.
Temperatura máxima de servicio: 95°C
Distancia entre ejes  
35mm / sonda: 100 mm.
Adaptadas para cobre, multicapa,  
PEX y PP.

Conjunto de válvula y detentor de 
soldar  para radiador de calefacción en  
instalaciones bitubo.
Válvula manual cromada para soldar.
Detentor cromado para soldar
Diámetro: 15 x 1/2”.
Temperatura máxima de servicio: 100°C

Monotube valve for heating radiator. 

1/2” radiator connection (24 x 19 thread)
Maximum pressure of 10 bar.
Maximum service temperature: 95°C
Distance between axes  
35mm / probe: 100 mm.
Adapted for copper, multilayer,  
PEX and PP.

Thermostatizable monotube valve for 
heating radiator.
1/2” radiator connection (24 x 19 thread).
Maximum pressure of 10 bar.
Maximum service temperature: 95°C
Distance between axes  
35mm / probe: 100 mm.
Adapted for copper, multilayer,  
PEX and PP.

Valve assembly and welding  
stopper for heating radiator in bitube 
installations.
Chromed manual valve for welding.
Chromed lockshield for welding
Diameter: 15 x 1/2”.
Maximum service temperature: 100°C

VÁLVULAS DE CALEFACCIÓN
HEATING VALVES

GIC 750

GIC 755

GIC 415 + 455

MODELO MEDIDAS CODIGO EAN UNIDADES MINIMAS UNIDADES CAJAS

GIC 750 1/2 “ 8436028586455 1 50

MODELO MEDIDAS CODIGO EAN UNIDADES MINIMAS UNIDADES CAJAS

GIC 755 1/2 “ 8436028586462 1 50

MODELO MEDIDAS CODIGO EAN UNIDADES MINIMAS UNIDADES CAJAS

GIC 415+455 1/2 “ 8436028586523 1 25




